EPOXY PRODUCTS EPOXY QUARTZ is an extremely tough epoxy
resin screed for resurfacing concrete and timlpariihg. Ideally suitable for
shower wet rooms, kitchens, changing rooms and fwedaration areas.

EPOXY PRODUCTS EPOXY QUARTZ is a three part epoxy resin
formulated to provide an outstanding durability doned with high
chemical spillage resistance. This flooring screféers outstanding
decorative appearance with excellent chemical taasis.

EPOXY PRODUCTS EPOXY QUARTZ has rapid strength development
that enables an early return to use of heavy trafiihin 48 hours.

EPOXY PRODUCTS EPOXY TACK PRIMER is recommendedéoused
in conjunction with this product.

It is available in 10 kilo and 25 kilo packs.
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EPOXY PRODUCTS EPOXY QUARTZ is a three part epoxy resin, formulated to prodde
topping screed for concrete and timber floors wiilemand outstanding decorative appearance
performance. The rapid strength development &dgng enables an early return to use.

USES Decorative floor topping screed for shower wet reatairies, bakeries, kitchens, sports
changing rooms, conservatories and any other hegalemands both high decorative appearand
and long term performance.

PREPARATION : Surfaces must be dry and free from grease ndiilagher form of contaminatiory
Remove any loose materials and sweep clean. Q@igéimperative and the best results can be
achieved by using EPOXY PRODUCTS CONCRETE CLEANER

MIXING : Empty the entire contents of Pack “B” (Harderietd Pack “A” (Resin) and mix
thoroughly together. The mixed contents shoulgpdugred into Pack “C” (Quartz) and thoroughly
mixed using an electric drill and a mixing paddfeaslow speed. Mix for 2 - 3 minutes.

APPLICATION : All surfaces must be first primed with EPOXY PBOCTS EPOXY TACK

PRIMER. Apply the EPOXY QUARTZ directly upon thestaprimer. Apply the EPOXY QUARTE

to the desired depth, normally 5mm and occasioneilhe the face of the trowel with CLEANING
SOLVENT to release the build up of resin tack. Wbakk in narrow strips across the flooring

HEALTH AND SAFETY: As some people find Epoxy based products irritarthe skin, all user
are recommended to use barrier cream and thorougddi with soap and water after use. Avoid
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skin and eye contact. If eye contact is made thmse with clean water and seek immediate medical

advise. Read the Health and Safety Data Sheettprtmindling this product.

Coverage
10 kg will cover 1 rhat 5 mm depth.

POT LIFE

When fully mixed, approximately 25-30 minutes @ 20 Extended pot life at lower temperaturgs,

reduced at high temperatures.

CURING TIME
Initial cure after 24 hours @ 2€. DO NOT USE at temperatures below freezing.
Full cure in 7 days.

CHEMICAL RESISTANCE
Resistant to spillages of many chemicals commordywithin industry.
Contact Technical Services for more advice.

STRENGTH AFTER 24 HOURS BAYS 7 DAYS
Tensile Strength 10.00 MN/m2 16.20 MN/m2  22.50 MN/m2
Compressive Strength 22.00 MN/m2 48.20 MN/m2  85.00 MN/m2
Flexural Strength - 18.96 MN/m2  22.40 Kt

SLIP RESISTANCE
The applied and fully cured screed surface offeisgslip resistant properties.

TOOL CLEANING
Clean all tools with EPOXY PRODUCTS CLEANING SOLVEN

Whilst Epoxy Products Limited endeavours to ensba¢ any advice, recommendation, specificatiomtarimation it may give is accurate and correatait not,
because it has no direct or continuous control exere or how its products are applied, acceptliability either directly or indirectly arising fim the use of its
products, whether or not in accordance with anycadspecification or information given.




