PRODUCTS LIMITED

EPOXY PRODUCTS EPOXY GROUT T is a high viscosityixbtropic
epoxy resin paste for wall tie placement, sealifhwgide cracks and as a
excellent gap filling adhesive for concrete, stdmigkwork and timber. This
product is a superb adhesive for bonding togethest touilding substrates.

EPOXY PRODUCTS EPOXY GROUT T has outstanding estrigngth
development and adhesive power and can be applibdrx barrel mastic
gun, airless spray or by hand trowel.

EPOXY PRODUCTS EPOXY GROUT T unique design enatiles
contractor to be able to apply this product ovedhdze to its excellent
“thixotropic” (resistance to flow unless under me) property.

It is available in a 1 litre pack, this being thenbined volume of Pack A
(Resin) and Pack B (Hardener) when mixed together.



DESCRIPTION

EPOXY PRODUCTS EPOXY GROUT T is a high viscosity, thixotropic, two part, solvdrge,

PRODUCTS LIMITED epoxy resin paste for sealing wide cracks founcbincrete, brick and stone and for wall tie

lacement. This product exhibits superb earl development and adhesive power.
Manufacturers of High P P p y siite p p

Performance Floor . . . .
Coatings and USES For permanent sealing wide cracks found in damagedrete, stone and brickwork. For

Re-Surfacing Screeds securing wall ties and as a general adhesive foding most substrates, except some plastics, fgund
in the Building Trade.

PREPARATION: Remove all loose material and vacuum the crésdc Compressed air blowirlg
to remove all debris collected within the crackhis ideal preparation method. For pressure
injection, secure the pressure injection nippleE5&mm centres along the length of the crack.
Secure the injections points with GENERAL PURPOSBHESIVE. Face up the crack between
the injection nipples with EPOXY FILLER. Allow tHepoxy Filler and General Purpose Adhesije
to harden for 12 hours. When using as an adhesisiere both surfaces are clean and dry.

APPLICATION : For vertical or overhead cracks the method ofiegtion is by pressure
injection. Attach a plastic pipe between the itifgtnipple and the barrel mastic gun and pump
resin into the crack. For bonding two substrategsyafhe Grout T using a comb trowel and press
together until set.

MIXING : Empty the entire contents of Pack B (Hardendn Fack A (Resin) and mix thoroughl
for 2—3 minutes. Mixing can be carried out by haisthg a flat blade knife or by using a slow
speed electric drill and paddle attachment. Engatereach the bottom and sides of the tin to
thoroughly mix together both components. Havingadithe components together, use all the
product within 20 minutes.

HEALTH AND SAFETY Read the Health and Safety Data Sheet prior tdllmnthis product.

PRODUCT DATA

POT LIFE
When fully mixed, approximately 20 minutes @ 0 Extended pot life at lower temperatures

CURING TIME

Initial cure after 24 hours @ 2€. Full cure after 7 days.

STRENGTHS Test Method 24 Hours 3 Days 7 Days
Tensile Strength DIN53455 / MPa 12.00 18.00 26.00
Compressive Strength DIN53454 | MPa 28.00 46.00 0(B6.
Flexural Strength DIN53452 / MPa 32.00 70.00
Hardness (Shore D) 80.00
Bond Strength to concrete Far exceeds the cohssmegth of concrete.

CHEMICAL RESISTANCE
Resistant to spillages of many chemicals commordywithin industry.
Contact Technical Services for more advice.

TOOL CLEANING

Epoxy Products Limited

7 Haviland Road Clean all tools with EPOXY PRODUCTS CLEANING SOLVEN
Ferndown Industrial Estate
o PACK
BH21 7Rz f« | Litre. This being the combined volume of PackResin) and Pack B (Hardener) when mixed.

Phone: 01202 891899

IFeb 0;20%.896983 Whilst Epoxy Products Limited endeavours to ensbae any advice, recommendation, specificatiomtarimation it may give is accurate and correatait not,

mars because it has no direct or continuous control exere or how its products are applied, acceptliability either directly or indirectly arising fim the use of its
sales@epoxyproducts.co.uk products, whether or not in accordance with anyaggspecification or information given.

Web: www.epoxyproducts.co.uk




